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Material Type PPA Grade Name X6T50-11
. Food grade certificated
Features . High strength
. Good molding and processing performance
Material Standard
Availability Asian-Pacific
Process Method Injection Molding
Appearance Colors Optional
5oty Bt R
General Properties
No. Properties Methods Units Values Test Conditions
1 Density 1S0 1183-1 g/cm"3 1.42 23
2 Flow Molding shrinkage PRET Method % 0.3 23 /48h
3 Transverse Molding shrinkage PRET Method % 1.2 23 /48h
4 Tensile Strength at Max Load 1S0 527-2 MPa 200 50mm/min
5 Elongation at Break 1S0 527-2 % 1.0~2.5 50mm/min
6 Flexural Strength 1SO 178 MPa 250 2mm/min
7 Flexural Modulus 1SO 178 MPa 11500 2mm/min
8 Impact Strength 1S0 179-1 kJ/m"2 50 23
9 Notched Impact Strength 1S0 179-1 kJ/m"2 10 23
10 Flammability uL94 - HB 1._6mm

Processing conditions

Drying Cond.
Moisture Control
Injection Temp.

Mold Temp.

100~125 *6~12 h

< 0.2%

300-330

130~160
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Note: The technical data above are authentic and reliable for reference. These value cannot be defined as the minimal performance value.



	上海普利特伴泰材料科技有限公司
	Shanghai PRET Bantai material technology Co.,Ltd.

